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HEATED SHOWROOM / OFFICE CONCRETE FLOOR:
FLOOR AREA: 5,108 SQ.FT.
4" THICK 25MPa (min.) CONCRETE FLOOR SLAB r/w 
6x6 6/6 WWM c/w RADIANT IN-FLOOR HEATING 
2" HI-40 RIGID INSULATION
6" (min.) COMPACTED GRANULAR FILL

PLYWOOD BRACING NOTE:
ALL EXTERIOR 1/2" PLYWOOD TO PROVIDE BRACING TO 
THE SHED. PROVIDE FULL HEIGHT 7/16" PLYWOOD 
SHEATHING c/w SOLID WOOD BLOCKING BEHIND ALL 
PANEL EDGES. PROVIDE 3" NAILS @ 4" o/c ALONG PANEL 
EDGES AND 12" o/c ALONG INTERMEDIATE FRAMING 
MEMBERS. SEE DETAIL 4/S-6 FOR ADDITIONAL DETAILS
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MORE THAN 50mm FROM THE WALL TO THE INSIDE SURFACE 
OF THE GRAB BAR AND HAVE A SLIP RESISTANCE FINISH
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SOAP DISPENSER

SHELF, IF PROVIDED, TO BE LOCATED NO MORE THAN 
200mm ABOVE THE TOP OF THE LAVATORY AND NOT 
MORE THAN 1100mm ABOVE THE FINISHED FLOOR, 
PROJECTING NOT MORE THAN 100mm FROM THE WALL

MIRROR TO BE LOCATED SO THAT BOTTOM OF MIRROR IS 
NOT MORE THAN 1000mm ABOVE THE FINISHED FLOOR

INSULATE PIPES WHERE WATER SUPPLY 
TEMPERATURE EXCEEDS 43°C

1370mm x 920mm CLEAR AREA
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COAT HOOK

100mm (max.) PROJECTION 
FROM WALL

TURNING CIRCLE

ø 1700

PDO

PDO

POWER DOOR OPERATOR (PDO) IN 
ACCORDANCE WITH OBC 3.8.3.3.(17). -
MOUNT 36" TO 43" ABOVE FINISHED FLOOR

EMERGENCY CALL SIGNAL DEVICE

PROVIDE SOLID WOOD 
BLOCKING FOR GRAB BARS

900 mm x 1500 mm 
TRANSFER SPACE

920 mm x 1370 mm 
APPROACH SPACE

EMERGENCY LIGHTING (TYP.)

810 mm x 1830 mm  ADULT SIZE 
CHANGE TABLE (FUTURE)

PROVIDE SOLID WOOD BLOCKING IN WALLS THAT ARE 
ADJACENT TO ADULT SIZE CHANGE TABLE (FUTURE)

EXHAUST FAN VENTED TO EXTERIOR 
c/w SCREENED HOOD (ABOVE)

UNIVERSAL WASHROOM NOTE:

1. LIGHTING TO BE CONTROLLED BY MOTION SENSOR INSTALLED WITH 
SWITCH CONTROLLERS EQUIPPED WITH FAIL-SAFE OPERATION AND 
ILLUMINATION TIMER SET FOR A MINIMUM OF 15 MINUTES DURATION.

2. INSTALL AN EMERGENCY CALL SYSTEM THAT CONSISTS OF AUDIBLE AND 
VISUAL SIGNAL DEVICES INSIDE AND OUTSIDE OF THE WASHROOM THAT 
ARE ACTIVATED BY A CONTROL DEVICE INSIDE THE WASHROOM. POST A 
SIGN ABOVE THE CONTROL DEVICE WITH 25mm HIGH LETTERS AND 5mm 
STROKE; "IN THE EVENT OF AN EMERGENCY PUSH EMERGENCY BUTTON 
AND AUDIBLE AND VISUAL SIGNAL WILL ACTIVATE".
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